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Software
Luxmatic Street      

MAT CO.,LTD. (431-061) Road 118 Beolmalro Dongan-gu, Anyang-si, Gyeonggi-do Korea  Phone. +82-31-422-6223 www.luxmatic.co.kr     

Luxmatic Street software provides convenient control for the outdoor lighting system at anytime and 

anywhere by a uniquely-designed network system. 

Web-based control and monitoring 

User friendly Graphic Interface 

Easy control by `One Click` 

Intel Dual core, 2.2 GHz Processor

8GB Memory

250GB Storage

OS Windows Server 2008 R2 

MS SQL Server 2008 R2 Express DBMS

G2B 단가계약 직접생산증명 

Allows individual/group/entirety control along with schedule/scene/sensor-successive drive control 

Predicts lamp life with managed drive time

Includes an alarm warning feature for current leak, over voltage, over current, and open concentrator cabinet 

Enables schedule setting by sunrise/sunset

Provides energy usage analysis by data collection, monitor, and analysis

SMS call feature to administrator for quick response

Provides control/alarm history and energy usage data in graphics format report

Tomcat 6.0 Web Server

10/100BaseT, auto-selecting, auto polarityEthernet Port

Internet Explorer 8.0, Chrome/Firefox/SafariWeb Browser

19inch, 1920 x 1080(Full HD)Monitor
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19inch, 1920 x 1080(Full HD) 

Software
Luxmatic Streeteet   

MAT Co., Ltd. (431-061) Road 118 Beolmalro Dongan-gu, Anyang-si, Gyeonggi-do Korea  Phone. +82-31-422-6223   www.luxmatic.co.kr     

This lighting control software provides convenient control of street lights and security lighting at anytime       

from anywhere by a uniquely-designed network system. 

Web-based control and monitoring

Graphic User Interface

One Click Esily control

Intel Dual core, 2.2 GHz Processor

8GB Memory

250GB Storage

OS Windows Server 2008 R2 

MS SQL Server 2008 R2 Express DBMS

G2B 단가계약 직접생산증명 

Individual control by group and for all, and supports schedule, scene-sensor successive drive control

With managed drive time, lamp life is predicted

Alarm warning for current leak, over voltage, over current, open distribution box

Schedule by sunrise/sunset time

Energy usage analysis by data collection, monitor and analysis

SMS call to management for quick response

Control/alarm history, energy usage data are provided in graphics format report.

Tomcat 6.0 Web Server

10/100BaseT, auto-selecting, auto polarityEthernet Port

Internet Explorer 8.0, Chrome/Firefox/SafariWeb Browser

Monitor
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